
compatible Arduino Mega with Atmel
Mega 2560 processor

The Arduino Mega compatible with Atmel Mega 2560 processor offers 54
digital I/O pins, 16 analogue inputs and 4 UARTs. With a clock rate of 16
MHz, 256 KB of flash memory and a simple USB connection, this board is
ideal for extensive programming

Product number CH-AMEGA
Weight 0.005kg

Product description
Compatible Arduino Mega with Atmel Mega 2560 processor - Advanced microcontroller platform

The compatible Arduino Mega is based on the ATmega2560 and offers extensive possibilities for demanding projects.
With 54 digital I/O pins, 16 analogue inputs and four UARTs, it is ideal for complex applications. Connection is simple
via USB, making the board ready for immediate use.

Features at a glance

Extended I/O capacities: 54 digital I/O pins, including 14 PWM outputs, and 16 analogue inputs for versatile project
design.
Four UARTs: Four hardware serial interfaces allow easy communication with other microcontrollers or computers.
High compatibility: Easily connectable to computers via USB, also supports external power sources such as AC-DC
adapters or batteries.

Technical specifications

Microcontroller: ATmega2560
Input voltage: 7-12V
Digital I/O pins: 54 (14 with PWM function)
Analogue inputs: 16
Flash memory: 256 KB
Clock frequency: 16 MHz
Interfaces: USB, ICSP, four UARTs

Other data

The board contains all the necessary components to support the microcontroller.

Scope of delivery

1x compatible Arduino Mega, fully assembled
1x USB cable
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Product properties
Gross Weight (kg) 0.005
Country of Origin China
Brand Frei
Product ID CH-AMEGA
Manufacturer ID CH-AMEGA
EAN 4251266704065
Zolltarifnummer 85371091
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