
Goobay LED constant current transformer
500 mA/12 W, constant current supply, 14-
24V DC, IP20, not dimmable

The Goobay LED constant current transformer 500 mA/12 W is a compact and
efficient LED driver for indoor lighting. It offers a constant output current of 500 mA at
14-24 V DC voltage, prevents flickering and heat wear of the LEDs. M

Product number 65582

Weight 0.09kg

Product description
Goobay LED constant current transformer 500 mA/12 W - Compact and efficient LED driver for indoor
lighting
Compact and efficient Goobay LED constant current transformer, ideal for operating LEDs with 500 mA constant
current up to a total load of 12 W. Suitable for voltages from 14-24 V (DC), with a variety of protection mechanisms
and easy installation.

Features at a glance
Supplies LEDs with constant current and prevents flickering and heat wear
Variable voltage range of 14-24 V (DC), with a constant output current of 500 mA
Integrated screw terminals for easy installation
Compact design and low heat generation for space-saving installation
Approved for installation in furniture, ideal for concealed installations
IP20 protection rating, suitable for indoor use
Not dimmable

Technical data
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Output, number: 2 x out
Output, max. current (DC): 0.5 A
Output, cross-section: 0.75 mm²
Output, voltage range: 14 - 24 (DC) V
Output, type: Screw terminals
Output voltage (DC): 24 V
Dimensions: Width: 50 mm; Height: 12 mm; Length: 127 mm; Weight: 60g
Dimmability: not dimmable
Average efficiency in operation: 84.7 %
Input, number: 2 x IN
Input, cross-section: 0.75 mm²
Input, type: screw terminal x in
Colour: white, green
Max. Power: 12 W
Minimum load: 7 W
Input voltage: 220-240 V, 50/60 Hz
Input current (max.): 0.2 A
Output voltage: 14-24 V
Output current: 0.5 A
Output power (max.): 12 W
Power consumption in idle state: 0.15 W
Current tolerance: ± 10 %
Ripple of the output voltage: < 400 mV p-p
Total harmonic distortion (THD): 49.0 %
Efficiency at full load: 84.7 %
Power factor (PF): ≥ 0.7
Primary and secondary cable: H05VVH2-F 2×0.75 mm²
tc / ta: 85 °C / 45 °C
Protection against: Short circuit, overload, overvoltage, overheating, open circuit
Type of cooling: Natural convection
Rated service life: 30000 h
Protection class: IP20
Protection class: II
Light sources used: LED or OLED
Operating conditions: -20 °C ~ +45 °C | 20 % ~ 90 % RH
Storage conditions: -40 °C ~ +80 °C | 20 % ~ 90 % RH

Scope of delivery
1 x Goobay LED constant current transformer 500 mA/12 W
Operating instructions in several languages: (cs, da, de, en, es, fr, it, nl, pl, sv)
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Product properties
Zolltarifnummer 85044083

Gross Weight (kg) 0.090

Country of Origin China

Brand goobay

VPE 1 / 50 / 100

Manufacturer ID Goobay

Product ID 65582

EAN 4040849655821
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