
Screw, M4x6, ball head with flange,
blackened, hexagon socket, steel

The M4x6 screw with ball head, flange and hexagon socket head made of blackened
steel offers robust connections and corrosion resistance. Ideal for mechanical
constructions. Easy installation with standard hex tools is guaranteed

Product number M4X6BN11252

Weight 0.001kg

Product description
M4x6 screw, ball head with flange, blackened, hexagon socket, steel
This screw with M4 thread and a length of 6 mm is made of steel and has a blackened ball head with flange. The hexagon socket
configuration enables easy assembly. It is particularly suitable for mechanical constructions where a robust and corrosion-resistant
connection is required.

Features at a glance
Ball head with flange: Enables a reliable connection and increases the holding force.
Blackened steel material: Provides improved corrosion resistance and aesthetic elegance.
Hexagon head: Ensures easy installation with standard hex tools.

Technical Data
Mounting element type: Screw
Design: with flange
Thread pitch: 0.7
Thread: M4
Length: 6mm
Head type: Ball head
Slot type: Hexagon
Mould size: HEX 2.5mm
Material: Steel
Coating material: blackened
Head height: 2.2mm
Head diameter: 7.3mm
BN Standard: BN 11252
Strength class: 10.9

Scope of delivery
1x screw M4x6, ball head with flange, blackened, hexagon socket, steel
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Product properties
Zolltarifnummer 84733080

Gross Weight (kg) 0.001

Country of Origin China

VPE 1 / 100 / 500 / 1000

Brand Bossard

Product ID M4X6BN11252

Manufacturer ID 2042029
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